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SITE SPECIFIC NOTES: o
CONTRACT DEPTHS AND SOUNDINGS ARE m ©
REFERRED TO_LOW WATER DATUM OF 569.2 ) |
FEET. HORIZONTAL CONTROL IS REFERRED 2907 Contour e
TO OHIO NORTH ZONE. <
T
CONTRACT DEPTHS ARE 27.0 FEET, 29.0 o«
FEET WHERE INDICATED. o ;J
TO VIEW A COLOR VERSION OF THIS MAP, POINT  SOUNDINGS TAKEN BY C. STRONG AND PARTY 9 = b
YOUR WEB BROWSER TQ hiip://www. Irb.Usace. (I
army.mil/walervays/survey/survey.him ALL SOUNDINGS FOR THE TOLEDO HARBOR AND = 4
RIVER WERE TAKEN AS SHOWN: o 9
STA.  53+00 T0 STA. 81+00 JUNE 7. 2002 = B
900 THE FILES USED IN THE PREPARATION OF STAD 114+00 TO STA. 120+00 JULY 9, 2002 R
THIS DRAWING ARE ON DISK: HARBOR 2002 S—
FILES: TOL1B0Z.DGN Q
TOL02B.DGN oot
reference
SOUNDING COLOR LEGEND S
I 55 0 a8 RS,
ABOVE CONTRACT DEPTH 025-TOL-21
DEPTHS WITHIN ONE
2 I P56 3 SUERDER TR sheet 1 of 6
¢ ¢ o e © —
o DEPTHS 1.0° OR MORE
}))gbg} © \% 2 3 D BELOW CONTRACT DEPTH
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USACE-BUFFALO
This file is the Before Contract Dredging 2002 sounding sheet 1 of 6 in the Toledo Bay and Maumee River shows the upper dredging area in the Maumee river station 59+00 to 81+00 Contract depth of 29.0' and 114+00 to 120+00 at a  Contract depth of 29.0' in the main channel and 27.0' in the turning basin.The shoaling is indicated by the red color. 



